50 Litre Pump

Glass reinforced engineering plastic ends for corrosion protection.
Discharge 1 1/4” BSP.

90 Litre Pump

Glass reinforced engineering plastic ends for corrosion protection.
Discharge 1 1/4” BSP.

Model HP kW Stages
50S4GT 2.0 15 22
50S4FT 15 11 17
50S4ET 1.0 0.75 12
5054DT 0.75 0.55 9
50S4 Range Performance
gecorpmeaded
rating N
200 perating Range
Il 50S4GT
Il 50S4FT
150 I 50S4ET
M 50s4DT
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Flow (50 litres per minute)
70 Litre Pump
Glass reinforced engineering plastic ends for corrosion protection.
Discharge 1 1/4” BSP.
Model HP kW Stages
70S4HT 3.0 22 26
70S4GT 2.0 15 17
70S4FT 15 1.1 13
70S4ET 1.0 0.75 10
70S4 Range Performance
gecorpmeaded
200 perating Range
Il 70S4HT
W 70S4GT
150 W 70S4FT
Il 70S4ET
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Flow (70 litres per minute)

Model HP kW Stages
90S4HT 3.0 22 18
90S4GT 2.0 15 12
90S4FT 15 11 10
90S4 Range Performance
gecorpmeaded
150 perating Range
Il 90S4HT
W 90S4GT
W 20s4FT
100
@
o
@
£ 50
el
[]
(9]
T
0
0 20 40 60 80 100 120 140 160

Flow (90 litres per minute)

150 Litre Pump

Glass reinforced engineering plastic ends for corrosion protection.

Discharge 1 1/4” BSP.

Model HP kw Stages
150S4KT 75 55 30
150S4JT 5.0 37 20
150S4HT 3.0 22 12
150S4GT 2.0 15 8
150S4 Range Performance
gecor‘nmeaded
200 perating Range
W 15084KT
W 15084JT
150 I 150S4HT
W 15084GT
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Flow (150 litres per minute)



